FSREVER

Kamera sportowa Forever SC-400

Instalacja oprogramowania

Dziekujemy za zakup naszej kamery. Przed jej uzyciem nalezy uwaznie przeczytac
niniejszg instrukcje i zachowac ja w celach informacyjnych na przysztosc.

. Instalacja

1. Pobierz plik z aktualizacjg do kamery SC-400.

2. Wypakuj zawartos¢ pobranego pliku.

3. Plik o rozszerzeniu .BRN wgraj na pustg karte pamieci.

4. Przed przystgpieniem do aktualizacji nataduj baterie w kamerze do 100%.

5. W16z karte pamieci do wytgczonej kamery.

6. Wigcz kamere. Na kamerze zapali sie czerwona dioda, oznacza to ze proces aktu-
alizacji oprogramowania zostat rozpoczety. Aktualizacja moze trwac¢ nawet do 5
minut w tym czasie nie wolno wytgcza¢ kamery, wycigga¢ baterii oraz uzywac
klawiszy.

7. Po zakonczeniu aktualizacji kamera wytaczy sie (zgasnie czerwona dioda).

8. Wyciagnij z kamery karte pamieci.

9. Usun plik o rozszerzeniu .BRN z karty pamieci.

10. Wt6z karte pamieci do kamery.

11. Uruchom kamere.

. Uwaga
Po aktualizacji, jezeli uzytkownik nie usunie pliku z oprogramowaniem, przy probie

uruchomienia kamera ponownie zacznie aktualizacje, dlatego tak wazne s punkty
8,91 10 w powyzszej instrukgji.

. Wazne

Wykonywanie aktualizacji oprogramowania w sposéb niezgodny z powyzsza
instrukcja moze skutkowac uszkodzeniem kamery. Producent nie ponosi odpo-
wiedzialnosci za uszkodzenie sprzetu z winy uzytkownika.

. Poprawki w nowej wersji oprogramowania
- Zwiekszenie ilosci klatek nagrywanych przez kamere dla rozdzielczosci: 4 K
(25 FPS), 2,7 K (30 FPS).

- Poprawa obstugi kart pamieci o pojemnosci 64 GB.
- Inne drobne poprawki.



FSREVER

Forever sport camera SC-400

Software instalation

Thank you for purchasing this digital camera. Please carefully read through this
product manual before using and keep this manual properly for future reference.

. Install

1. Download the file with SC-400 camera actualization.

2. Unpack the downloaded file content.

3. Put the .BRN file into the empty microSD card.

4. Charge the camera battery to 100% before the actualization.

5. Insert the microSD card to the turned off camera.

6. Turn on the camera. The actualization process starts when the red diode is
turned on. Actualization could takes up to 5 minutes. The camera can't be turned
off, the battery can't be pulled out and the buttons can't be pressed.

7. The camera will turn off after completed actualization (the red diode will turn
off).

8. Pull out the microSD card.

9. Remove the .BRN file from the microSD card.

10. Put the microSD card to the camera.

11. Turn on the camera.

. Warning

If the user won't remove the file from the microSD card the camera will start the
actualization again after turning on. This is why points 8, 9 and 10 from the above
manual are so important.

. Important

Software actualization in the inconsistent (with the above manual) way could
cause the camera damage. The producer is not responsible for damages caused by
the user.

. Improvements in the new software version

- Enlarging the amount of frames recording by camera for resolutions: 4 K (25 FPS),
2,7 K(30 FPS).

- Improving memory card usage for 64 GB.

- Another minor improvements.



